FWETROOM WALLCOVERINGS
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Wallcovering offer included into the complete wetroom
concept, for wet environment in areas from healthcare
to student halls and sports centres, to collective housing
and hospitality environments

SENSORIAL BENEFITS

@ Unique all-in-one concept:
coordinated floors,
walls and accessories offer

® 73 attractive and practical colours
and designs

® Mix & match with other Tarkett
ranges (Tapiflex & Acczent
Evolution, Tapiflex & Acczent
Excellence, ProtectWALL)

n Transparent wear layer
H Printed film

n Intermediate layer
Backing layer

.

FUNCTIONAL BENEFITS

AQUARELLE WALL HFS

ENVIRONMENTAL BENEFITS

® Healthierinterior with optimal
indoor air quality

® 100% recyclable solution

® Hygienicand clean

® Hard wearing and watertight
installation

® Easy access and added value
on safety (Class B or C floorings)
for healthcare or aged care
applications

@ Easy to clean

n TopClean XP Pur reinforced surface:
Excellent resistance to scuffing, soiling
and staining and easy maintenance.

H Transparent wear layer H H

n Printed film p #5

2 Intermediate layer

Backing layer
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Technical performances

TECHNICAL DATA STANDARDS Aquarelle Wall HFS - ;‘l‘l‘(‘eﬁﬁl"g‘;‘, . ore
Classification

Classification EN 259 Heavy duty

Total thickness IS0 24346 (EN 428) 0.92mm

Wear layer thickness IS0 24340 (EN 429) 0.12mm

Total weight 1S0 23997 (EN 430) 1500g/m?

Lengthwise: < 0.80%

Form of delivery

EN 259

Rolls: 35lm x 2m
Borders: 49cm x 30-35m

Dimensional stability = IS0 23999 (EN 434) Widthwise: < 0.40%
B-s2 d0 on gypsum C-s2 d0 on gypsum

Reaction to fire EN 13501-1 plasterboard and plasterboard and

on Al or A2 substrate on Al or A2 substrate
Seam strength EN 684 >150 N/50mm
Acoustical absorption | NF EN ISO 354 0.05 (H)
Chemical resistance 150 26987 (EN 423) Good resistance Very good resistance
Hygiene — Does not contribute to infection spreading

Rolls: 35lm x 2m
Borders: 49cm x 35m

Colours

32 + 2 borders

27 + 20 borders

The above information is subject to modifications for the benefit of further improvement (01/2014).
For more detailed technical information, please contact Tarkett.

Download the product offer
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